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MATERIAL SAFETY DATA SHEE 1 V2

Required under USDL Safety and Health Regulations for Ship Repamng
Shipbuiiding, and Shipbreaking (29 CFR 1915, 1916, 1817)
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SECTION |

) UMEPGENCY TELEPHONE NO.
pxpanded Rubber & Plastics Corp. (213) 321-4260

ACORESS Sumner. Strzet. Cuy, State, and ZIP Code)
13000 So. Western Ave., Gardena, CA 90249

MANUFACTURER'S NAME

N O PO

CHENMICAL NAME AND SYNCNYMS TRADE NAME AND SYNONYMS

Polyether Polyol STATHANE

CHENMICAL FAMILY FORMULA

Polvurethane Polyhvdroxyl Compound FL 5124 FR, Component 2 b

SECTION Il - HAZARDOUS INGREDIENTS " .

- TLV TLV ¢

PAINTS, PREZERVATIVES, ENT _ W i
ES. & SOLVENTS * | (Unis) ALLOYS AND METALLIC COATH | ﬁ\‘\w-ms)
v \\“‘r 3, i
PIGMENTS : » BASE METAL . M fi
[]
CATALYST ' | ALLOYS T R v i
- ; 1t
VESICLE - : METALLIC COATINGS t 5
FILLER METAL — i
SOLVENTS ! PLUS COATING OR CORE FLU'k =y v !
ACOITIVES OTHERS - "%\ S:’xFEﬁ 77/ i
A

OTHERS -, . : WW !

wed o

HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES - \—_f‘/-/ (J#Xy
Polvol Blend . ’ . o ) ’ ‘ i
Fire Retardant Additive . ) ;
\‘.'ate.r . a ’
Amine Catalyst ’ s less than |2 ‘ :

SECTION 11l - PHYSICAL DATA

BCILING POINT (°F.) SRECIFIC GRAVITY (H30%1) - . | ~ 1.2 i
VAPOR PRESSURE (mm Hg.) ggﬂfg‘xj‘:;ﬁ\éo(:?ﬂgs :
VAPCTR CENSITY (AIR=1) ] (EVAPORAﬂoN mi';,s

SSLUBILITY IN WATER

APTEARANCE AND QDOR >

SECTION IV - FIRE AND EXPLOSION HAZARD DATA

EiL_AS~ POINT (Method used) FLAMMABLE LIMITS Le! i Ue:

> 2309F PMCC , e .

EXT GUISHING EDtA -
XTINGUISH MED! water fog, CO2, Dry Chemical )

SFECIAL FIRE FIGHTING PROCEDURES
Firefichters should wear a self-contained breathing apparatus.

UNUSUAL FIRE AND EXPLOSION HAZARDS
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SECTIONV - HEALTH HAZARD DATA

THRESHOLD LIMIT VALUE

Not established
iFFSCTS OF OVEREXPOSURE Systemic effccts may result from ingestionof small quantitics.
May cause irritation to upper respiratory tract, amine is similar to ammonia.

' Zontact with the skin may produce local irritation.
" EMERGENCY AND FIRST AID PROCEDURES Ingestion: Give large amounts of water or warm saliy

‘=ater to induce vomiting. Vomiting should be encouraged until the vomitus is clear.

--et medical help. Eyes: Immediately flush eyes with water Ior I5 mifs. Do Dot &T1&mpe
.20 neutralize with chemical peente. Get medical help, Skin: Fluch offeccted rrops with 3
;-aler. Do not attempt.t eutralize with chemical agents. Obtain medic2l attention if
crritation persisis. In a?at:xon: ﬁemove from contaminated atmospherc. 1f svmproms ol

respiratory disconmnfort persists, see a phvsician.

| SECTION VI - REACTIVITY DATA

v

STARABILITY CONDITIONS TO AVOID
UNSTABLE Temperatures above 300°F

»

| STASBLE X

:INCOMPATABILITY (Matensis 1o avoid)
Avoid oxidizing materials.

~AZARCOUS DECOMPOSITION PRODUCTS .
Toxic fumes, CO2, CO, POx, HC1
CONDITIONS TO AVOID

Wiy § - berske e mm b § s o~ § momn s -

~AZARDOUS MAY OCCUR
POLYMERIZATION
wiLlL NOT OCCUR X
| - SECTION VIl - SPILL OR LEAK PROCEDURES

< STEPS TO BE TAKEN IN CASE MATERIAL I5 RELEASED OR SPILLED -
Absorb with 0il absorbing compound and flush area with hot water., with propver vre-

cautions. Solvents such as methylene chloride may be uséd.

WASTE DISPCSAL METHOD . . s s A s
Waste material may be incinerated under conditions vwhich meet

Federal, State and local environmental control regulations. ,

AR g et e § Ao 4 AL § an bbb

1 SECTION Vil] - SPECIAL PROTECTION INFORMATION
§ RESPIRATORY PROTECTION '/Spgafy type} .
! None required.
| VENTILATION LOCAL EXRAUST ) SPECIAL
: MECHANICAL (G i ER
H (Geners]) Recommended ‘ o+
{ PROTECTIVE GLOVES Chemically resistant EYE PROTECTION Protective %oggles.
I rubber or plastic gloves." : Suitable for ligquid handling.

! DTHER PROTECTIVE EQUIPMENT i
1 Eye wash stations and safety showers.

j SECTION IX - SPECIAL PRECAUTIONS

i PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING . . .
{fust be stored in tightly closed containers and protected from moisture. Maintain

i storage temperature between 65-850F,
; STHER PRECAUTIONS
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